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MODEL: LPB

LINCAT LYNX ELECTRIC COUNTER-TOP PASTA COOKER - W 270
MM - 3.0 KW
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If you're looking to produce perfect pasta time
after time, then the compact plug in and play 3kW
Lynx 400 Electric Pasta Boiler won't let you down.
With a removable dishwasher-safe tank for
convenience, the boiler is great for cafes and small
restaurants wanting to cook individual portions of
pasta. Featuring a lid to reduce heat up time and to
cover tanks when not in use, the boiler is also built
to last, with corrosion-resistant elements and boil
dry protection.

PRODUCT OPTIONS AND ACCESSORIES
• BA158 LPB2007 HALF BASKET

PRODUCT FEATURES
• Compact and versatile pasta boiler
• Controlled rolling boil
• Lid to reduce heat up time and also cover tanks when not in use
• Dishwasher-safe removable tank
• Lift-out control panel and element for easy cleaning
• Corrosion-resistant elements and boil dry protection ensures a long

service life



MODEL: LPB

LINCAT LYNX ELECTRIC COUNTER-TOP PASTA COOKER - W 270
MM - 3.0 KW

Lincat reserves the right to modify specifications or discontinue models
without incurring obligation. Dimensions nominal.
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WEIGHTS & DIMENSIONS
Width 270 mil
Depth 417 mil
Height 315 mil
Weight 7.8 kg

.

SHIPPING DETAILS
Ship Width 48 cm
Ship Depth 38 cm
Ship Height 42 cm
Ship Weight 8.58 kg
Number of Shipment Parcels 1
Shipping Origin Zip Code LN6 3QZ, UNITED KINGDOM
Quick Ship Product No
Returnable Item No

.

PRODUCT CERTIFICATIONS

Primary Energy Source Type Electricity
Electrical Amps 13
Electrical Voltage 230 volts
Electrical Watts 300
Electrical Phase Single
Kilowatts 3 kW

Number of Electrical Conductor Wires 1
Electrical Connection Type Cord and Plug
Electrical Plug Type UK 3-Pin Plug
Number of Electrical Plugs 1
Dedicated Circuit Required No
Energy Saving No

.

ENERGY SPECS

ADDITIONAL SPECIFICATIONS
Control Type Rotary Control Knob

Food Production Rate 1.5kg pasta - penne [fresh] per
hour

Overflow Prevention No
Water Fill Manual

.

BIDDING SPECIFICATIONS
Bidding Specifications Not Available.

.
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.


